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(57) ABSTRACT

An electronic device including a solar cell, an energy storage
unit, a control unit, and a controlled unit is provided. The solar
cell converts light energy to electric energy. The energy stor-
age unit performs charging by the electric energy. The control
unit determines the intensity of the light energy according to
an energy value of the electric energy and generates a correc-
tion signal accordingly, wherein the energy value is a current
value or a voltage value. The controlled unit controls a char-
acteristic parameter according to the correction signal.
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ELECTRONIC DEVICE AND CONTROL
METHOD THEREOF

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims the priority benefit of Taiwan
application serial no. 101134171, filed on Sep. 18, 2012. The
entirety of the above-mentioned patent application is hereby
incorporated by reference herein and made a part of this
specification.

FIELD OF THE INVENTION

The present invention generally relates to an electronic
device and a control method thereof, in particular, to an elec-
tronic device with a solar cell and a control method thereof.

DESCRIPTION OF RELATED ART

An electronic device may detect the intensity of light
source, which may further be a reference of the light adjust-
ment, through a disposition of an ambient light sensor (ALS).
For example, a display panel of an electronic device may
adjust the brightness of its backlight source based on the
electric signal generated by the ambient light sensor. By that
means, the display panel may adjust the backlight brightness
in accordance with the intensity of light source so as to pro-
vide the greatest comfort to the user’s eyes and to reduce
eyestrain due to overuse under conditions of strong light or
insufficient light.

Additionally, in the nighttime or insufficient light condi-
tion, a keyboard of the electronic device may also turn on the
keyboard light source based on the electric signal generated
by an ambient light sensor. By that means, the keys of the
keyboard may emit the backlight in all kinds of color from the
characters so as to continuously provide the function of the
keyboard to the user in the darkness. On the other hand, in
terms ofthe application of a light source, the electronic device
may convert the solar energy to electric energy through a
disposition of a solar cell. In such way, the electronic device
may provide the required power to a system through the
renewable energy, and thereby reducing the environmental
pollution.

However, to attain the above adjustment and application of
the light source at the same time, an ambient light sensor and
a solar cell should be both configured in an electronic device,
which leads to an increment of the hardware cost and the
power consumption. Additionally, in terms of a backlight
plate, OLED, and an electronic paper product with small
sizes, there exist limitations in the application of an ambient
light sensor. Moreover, during the usage of the ambient light
sensor, different placement positions may cause the ambient
light sensor to generate significant errors, wherein the maxi-
mum error is, for example, +/-25%.

SUMMARY OF THE INVENTION

Accordingly, the present invention is directed to an elec-
tronic device, which adjusts a light source by using electric
energy generated from a solar cell and further reduces the
number of the elements, hardware cost, and power consump-
tion of itself.

The present invention is directed to a control method,
which adjusts a characteristic parameter of a controlled unit
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2

by referencing electric energy generated by a solar cell and
further enhances operational functionalities of an electronic
device.

The present invention provides an electronic device includ-
ing a solar cell, an energy storage unit, a control unit and a
controlled unit. The solar cell converts light energy to electric
energy. The energy storage unit performs charging by utiliz-
ing the electric energy. The control unit determines the inten-
sity of the light energy according to an energy value of the
electric energy and accordingly generates a correction signal.
The controlled unit utilizes the correction signal to control a
characteristic parameter of the controlled unit.

According to an embodiment of the present invention, the
energy storage unit includes a power controller and a battery.
The power controller is electrically connected to the solar
cell, and the battery is electrically connected to the power
controller. Additionally, the power controller performs charg-
ing on the battery by using the electric energy in a charging
mode.

According to an embodiment of the present invention, the
control unit includes a reference signal generator and a
brightness corrector. The reference signal generator is elec-
trically connected to the solar cell, and the brightness correc-
tor is electrically connected to the reference signal generator.
In an operation, the reference signal generator generates a
reference signal according to the energy value of the electric
energy. Moreover, the brightness corrector may generate the
correction signal according to the reference signal.

According to an embodiment of the present invention, the
controlled unit is a display, and the characteristic parameter
includes the contrast, the grayscale, the brightness of an
image and the brightness of a backlight source.

According to an embodiment of the present invention, the
controlled unitis a keyboard, and the characteristic parameter
includes the brightness of a keyboard light.

According to an embodiment of the present invention, the
controlled unit includes a display and a keyboard, and the
characteristic parameter includes the contrast, the grayscale,
the brightness of an image and the brightness of a backlight
source.

According to an embodiment of the present invention, the
energy value is a voltage value or a current value.

The present invention provides a control method suitably
applied to an electronic device, wherein the electronic device
includes a solar cell and a controlled unit, and wherein the
control method includes the following steps. Light energy is
converted to electric energy by utilizing the solar cell. Charg-
ing is performed by utilizing the electric energy generated by
the solar cell. The intensity of the light is determined accord-
ing to an energy value of the electric energy and a correction
signal is generated. Also, a characteristic parameter of the
controlled unit is controlled by utilizing the correction signal.

Based on the above, the present invention utilizes electric
energy generated by a solar cell to perform charging on an
energy storage unit and controls a characteristic parameter of
a controlled unit by utilizing the electric energy. By that
means, as compared to the known art, an electronic device
may adjust a light source without an arrangement of an ambi-
ent light sensor, and therefore it is advantageous for reducing
the number of the elements, hardware cost, and power con-
sumption of the electronic device. Furthermore, through the
adjustment of the brightness by utilizing the solar cell, the
maximum error therefrom may be less than the maximum
error generated by the ambient light sensor and further
enhance operational functionalities of the electronic device.
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In order to make the aforementioned and other objects,
features and advantages of this invention comprehensible, a
preferred embodiment accompanied with figures is described
in detail below.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram of an electronic device in accor-
dance with an embodiment in the present invention.

FIG. 2 is a block diagram in accordance with another
embodiment in the present invention.

FIG. 3 is a circuit diagram of the reference signal generator
230 in accordance with an embodiment in the present inven-
tion.

FIG. 4 is a flow diagram of a control method in accordance
with an embodiment in the present invention

DESCRIPTION OF THE EMBODIMENTS

FIG. 1 is a block diagram of an electronic device in accor-
dance with an embodiment in the present invention. Referring
to FIG. 1, the electronic device 100 includes a solar cell 110,
an energy storage unit 120, a control unit 130, and a con-
trolled unit 140, wherein the energy storage unit 120 and the
control unit 130 are electrically connected to the solar cell
110, and the controlled unit 140 are electrically connected to
the control unit 130.

In the overall operation, the solar cell 110 may convert light
energy to electric energy S11, and the energy storage unit 120
may perform charging by using the electric energy S11 from
the solar cell 110, wherein the electric energy S11 is a charg-
ing current. For example, at the moment that the solar cell 110
is illuminated by a light source, it generates a corresponding
current, wherein the generated current is proportional to the
intensity of the light energy. Correspondingly, the energy
storage unit 120 may perform charging by using the current
generated from the solar cell 110. On the other hand, the
controlunit 130 may also receive the electric energy S11 from
the solar cell 110. Also, it is known that the magnitude of the
electric energy S11 is associated with the intensity of the light
energy, and therefore the control unit 130 may determine the
intensity of the light energy based on an energy value of the
electric energy S11, wherein the energy value may be a cur-
rent value or a voltage value. Moreover, the control unit 130
may further generate a corresponding correction signal S12
based on the determined result, and the controlled unit 140
may control a characteristic parameter therein based on the
correction signal S12.

Along with different product designs, the control unit may
be a brightness control unit, a contrast control unit, or a
saturation control unit. Along with different control units, the
correction signal may also be a brightness correction signal, a
contrast correction signal, or a saturation correction signal. In
the embodiments of the present invention, the control unit is
a brightness control unit, and the correction unit is a bright-
ness correction signal, and yet the present invention is not
limited thereto.

For example, the controlled unit 140 may be a display. In
the meantime, the display may adjust the contrast, greyscale,
and brightness of an image displayed thereon by referring to
the correction signal S12. The display may adjust the bright-
ness of a backlight source thereof by also referring to the
correction signal S12. In other words, when the controlled
unit 140 is a display, the controlled characteristic parameter
includes the contrast, greyscale, brightness of the image or the
brightness of the backlight source. Additionally, the con-
trolled unit 140 may also be, for example, a keyboard. By that

10

15

20

25

30

35

40

45

50

55

60

65

4

means, the keyboard may timely turn on a keyboard light or
adjust the brightness of the keyboard light by referring to the
correction signal S12. In other words, when the controlled
unit 140 is a keyboard, the controlled characteristic parameter
may include the brightness of the keyboard light.

The controlled unit 140 illustrated above are composed of
a single element, and yet a person having ordinary skill in the
art may also expand the inner structure of the controlled unit
140 based on the required design specifications. For example,
the controlled unit 140 may also be composed of a plurality of
elements. For example, the controlled unit 140 may include a
display and a keyboard at the same time. Meanwhile, the
controlled characteristic parameter may include the contrast,
greyscale, brightness of the image and the brightness of the
keyboard light.

Speaking as a whole, the electronic device 100 not only
uses the solar cell 110 to get the renewable energy, but also
uses the electric energy S11 generated by the solar cell 110 to
determinate the intensity of the light energy so as to control
the characteristic parameter of the controlled unit 140. By that
means, as compared to the known art, the electronic device
100 is only required to arrange the solar cell 110 so as to adjust
and utilize the light source and further reduce the number of
the elements, hardware cost, and power consumption of the
electronic device 100. Moreover, the maximum error of the
correction signal S12 generated by the control unit 130 may
be less than the maximum error from an ambient light sensor,
and therefore the electronic device 100 may more precisely
adjust the characteristic parameter of the controlled unit 140.

Hereinafter, the inner structures of the energy storage unit
120 and the control unit 130 will be further explained so that
the person having ordinary skill in the art may understand
more about the present invention. FIG. 2 is a block diagram in
accordance with another embodiment in the present invention
herein. As illustrated in FIG. 2, the energy storage unit 120
includes a power controller 210 and a battery 220, and the
controlunit 130 includes a reference signal generator 230 and
a corrector 240.

In terms of the energy storage unit 120, the power control-
ler 210 is electrically connected to the solar cell 110 for
receiving the electric energy S11 from the solar cell 110.
Additionally, the battery 220 is electrically connected to the
power controller 210. By that means, the power controller
210 may charge the battery 220 by using the electric energy
S11 in a charging mode. On the other hand, in terms of the
control unit 130, the reference signal generator 230 is elec-
trically connected to the solar cell 110, and the corrector 240
is electrically connected to the reference signal generator 230.

In an operation, the reference signal generator 230 may
generate a reference signal S21 based on the energy value of
the electric energy S11, wherein the energy value may be a
voltage value or a current value. It should be noted that, since
the energy value of the electric energy S11 is associated with
the intensity of the light energy, the reference signal S21
generated by the reference signal generator 230 may also be
associated with the intensity of the light energy. By that
means, the corrector 240 may determine the intensity of the
light energy based on the reference signal S21 and generate
the corrector signal S12 based on the determined result so as
to control the characteristic parameter of the controlled unit
140.

FIG. 3 is a circuit diagram of the reference signal generator
230 in accordance with an embodiment in the present inven-
tion. Referring to FIG. 3, the reference signal generator 230
includes a Schottky diode D11, resistors R31~R35, and an
operation amplifier 310, wherein an anode of the Schottky
diode D11 receives the electric energy S11 from the solar cell
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110, and a cathode of that is electrically connected to first
ends of theresistors R31 and R32. A second end of the resistor
R31 is electrically connected to first ends of the resistors R33
and R34, and a second end of the resistor R33 receives a preset
voltage VR.

Moreover, a positive input terminal of the operation ampli-
fier 310 is electrically connected to a second end of the resis-
tor R34, and a negative input terminal of the operation ampli-
fier 310 is electrically connected to a second end of the
resistor R32. The resistor R35 is electrically connected
between the negative input terminal and an output terminal of
the operation amplifier 310. In the overall operation, the
Schottky diode D11 rectifies the electric energy S11. More-
over, the operation amplifier 310 and the resistors R32~R35
may form a subtractor so as to subtract voltages on nodes N31
and N32. As a result, based thereon, the operation amplifier
310 may generate the reference signal S21 and provide the
reference signal S21 to the corrector 240 at the back side. The
embodiment in FIG. 3 illustrates a circuit structure of the
reference signal generator, and yet the present invention is not
limited thereto.

FIG. 4 is a flow diagram of a control method in accordance
with an embodiment in the present invention, wherein the
control method is suitably applied to an electronic device, and
wherein the electronic device includes a solar cell and a
controlled unit. Referring to FIG. 4, as illustrated in Step
S410, the solar cell may be utilized for converting light energy
to electric energy. Moreover, in terms of the electric energy
generated by the solar cell, as illustrated in Step S420 and
Step S430, the electric energy is utilized for charging an
energy storage unit, and the intensity of the light energy is
determined based on an energy value of the electric energy,
and a correction signal is further generated. By that means, as
illustrated in Step S440, the correction signal is utilized for
controlling the characteristic parameter of the controlled unit.
With regards to a detailed flow of each step in the embodiment
in FIG. 4, it is included in each of the above embodiments and
will not be described herein.

To sum up the above, the present invention utilizes electric
energy generated by a solar cell to perform charging and
determines light energy based on an energy value of the
electric energy so as to control characteristic parameter of a
controlled unit. By that means, an electronic device may
adjust a light source without an arrangement of an ambient
light sensor, and therefore it is advantageous for reducing the
number of the elements, hardware cost, and power consump-
tion of the electronic device. Furthermore, through the adjust-
ment of the brightness by using the solar cell, the maximum
error therefrom may be less than the maximum error gener-
ated by the ambient light sensor. Therefore, the present inven-
tion may adjust the characteristic parameter of the controlled
unit more precisely and further enhance operational function-
alities of the electronic device.

It will be apparent to those skilled in the art that various
modifications and variations can be made to the structure of
the present invention without departing from the scope or
spirit of the invention. In view of the foregoing, it is intended
that the present invention cover modifications and variations
of this invention provided they fall within the scope of the
following claims and their equivalents.

What is claimed is:

1. An electronic device comprising:

a solar cell, converting light energy to electric energy;

10

15

20

25

30

35

40

45

50

55

60

6

an energy storage unit, connected to the solar cell to per-
form charging by using the electric energy;

a control unit, connected to the solar cell to determine the
intensity of the light energy according to an energy value
ofthe electric energy and to generate a correction signal,
wherein the control unit comprises:

a reference signal generator, electrically connected to
the solar cell and generating a reference signal
according to the energy value of the electric energy;
and

acorrector, electrically connected to the reference signal
generator and generating the correction signal accord-
ing to the reference signal; and

a controlled unit, connected to the control unit and control-
ling a characteristic parameter based on the correction
signal.

2. The electronic device of claim 1, wherein the energy

storage unit comprises:

a power controller, electrically connected to the solar cell;
and

a battery, electrically connected to the power controller,

wherein the power controller performs charging on the
battery by using the electric energy in a charging mode.

3. The electronic device of claim 1, wherein the controlled
unit is a display, and the characteristic parameter comprises a
contrast, a grayscale, a brightness of an image or a brightness
of'a backlight source.

4. The electronic device of claim 1, wherein the controlled
unitis a keyboard, and the characteristic parameter comprises
a brightness of a keyboard light.

5. The electronic device of claim 1, wherein the controlled
unit comprises a display and a keyboard.

6. The electronic device of claim 1, wherein the energy
value is a voltage value or a current value.

7. A control method applicable to an electronic device,
wherein the electronic device comprises a solar cell, a con-
trolled unit, a reference signal generator and a corrector, and
the control method comprises:

converting light energy to electric energy by utilizing the
solar cell;

performing charging by utilizing the electric energy;

determining the intensity of the light according to an
energy value of the electric energy;

generating a reference signal according to the energy value
of the electric energy by utilizing the reference signal
generator,

generating a correction signal according to the reference
signal by utilizing the corrector; and

controlling a characteristic parameter based on the correc-
tion signal by utilizing the controlled unit.

8. The control method of claim 7, wherein the controlled
unit is a display, and wherein the characteristic parameter
comprises a contrast, a grayscale, and a brightness of an
image, or a brightness of a backlight source.

9. The control method of claim 7, wherein the controlled
unitis a keyboard, and the characteristic parameter comprises
a brightness of a keyboard light.

10. The control method of claim 7, wherein the controlled
unit comprises a display and a keyboard.

11. The control method of claim 7, wherein the energy
value is a voltage value or a current value.
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